FURLERS

lnstallation Instructions
System 750




Thank you for purchasing this Schaefer Furling/ Reefing System.
When designing this system, our first goal was to build a strong,
rugged and durable furler to make sailing safer and more enjoyable.

Our second goal was to make the Schaefer furler a logical and
simple design, to allow easy installation over your existing 1x19
wire, rod or pre-cut dealer headstay.

Strength is just the beginning of why a Schaefer furler is the best
system available. From years of research, we've developed a
combination of features that rival any furler, at any price. That's
because we've designed in, and improved, all the useful features of
the worid’s best rated furlers, and eliminated the ideas that just didn’t
make sense.

If any of the assembly steps are unclear to you, please feel free to
contact us for assistance.
Good Sailing!
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Stamlam Components

9
1 Upper Swivel '-Im
Sta-Lok™ Fitting
/ ‘ (not used on Pre-Cut
Installation)
Bottom Joint

Bottom Foil

Special Half-Length Foil

Full Length Foils

Lower Drum
Assembly
Integral Base
Toggle/ Link Small Parts Kit
Required Tools @
Tools: Anplicggioﬁ:

(1) Needle nose pliers To remove cotter pins.

(1) Wire cutters™
*(not used on pre-cut installation)

To cut the headstay.*

(1) Hacksaw To cut the foils to length.

(1) Rivet gun
(1/8" nose for System 750)

To join the foils and joints.

(1) Flat head screwdriver -med.
(1) Phillips screwdriver -med.

To adjust fasteners in lower drum.

(2) Crescent wrenches -med.
*(not used on pre-cut installation)

To install Sta-Lok™ fitting.*

(1) Measuring tape Miscellaneous measurements.
(1) Roll of rigging tape
(1) Short length of light line
(1) Large Plastic Bucket

Wire cuts and rigging.
To support foils.
To contain small parts.

All Schaefer furlers are assembled with thread
sealing compound to protect the fasteners from
corrosion and to help prevent loosening.

Use caution when handling any fasteners,
as this compound may be a skin or eye irritant.
Wash hands thoroughly after disassembly.

The services of a professional yacht rigger could end up
saving you time and money should you improperly install the
furler or encounter an unusual rigging problem.
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